
Oolitic limestone with dissolution

features, some with calcite fill

Sandy molluscan limestone with

extensive dissolution features;

pale yellow color

Sandy limestone, pale yellow color, l

and carbonate grains; includes dissolution

features, and possibly some hard layers

imestone

contains marine shells and some poorly-sorted

quartz

Sandy limestone, includes

mollusk and other marine

shells,

poorly sorted quartz

and carbonate sand,

dissolution features and some phosphate

grains

White limestone with quartz sand, includes

dissolution features,

and p

quartz sand with marine

shell fragments hosphate grains; sand is

well sorted medium-grained quartz

C
a
s
e
d

i
n
t
e
r
v
a
l

Screened

interval

Bottom of well

Top of well

BULK CONDUCTIVITY LITHOLOGIC LOG

00

5

10

15

20

25

30

35

40

45

50

55

60

D
E
P
T
H
,

I
N

F
E
E
T

B
E
L
O
W

L
A
N
D

S
U
R
F
A
C
E

EXPLANATION

Shaded area represents range in conductivity logs

collected annually from January 12, 1996 to April 5, 2001

[ Delimits the interval for which the well is

open to the aquifer

Bulk conductivity, in millisiemens per meter, May 17, 2002
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[

Water sample collected

May 17, 2002;

dissolved chloride

concentration = 1460 mg/L
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